
PARMA 12t PARMA 12t

� EC declaration of conformity of machinery.
� Audible alarm if outriggers setup in unsafe.
� Emergency stop.
� Anti-return valve.
� Manual emergency descent system.
� Proportional hydraulic control in basket.
� Coupling with inertia brake. (If towed).
� Elastic suspension on semi-axle.
� Polyester basket (optional).
� Batteries disconnection device.
� Ends of stroke on stabilisers according to the

ground condition.

The closest articulation to the basket works
as a telescopic boom, making it easier to
overcome any obstacle. Perfectly suitable
for maintenance, electrical operations,
cleaning, pruning, painting, etc.

This model is equipped with three
articulations and a telescopic boom, leading
the operator to the most inaccesible places.
Its proportional movements provide absolute
safety at work.

The articulations are mounted with hardened and
ground steel bolts, which rotate on bushings
lubricated caps with greasers.

* Hydraulic rigid stabilisers with ends of stroke which 
prevent faulty maneuvers from taking place.

* Standard iron basket.

* Proportional hydraulic controls in
both ground and basket.

6,1 mts of outreach.

* Hydraulics controls for stabiliser.
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* Frontal view showing the
minimun width for transport.

Safety features

Structure
Easy accessibility 

Work Characteristics * Polyester basket.
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Trailer mounted
aerial platform

articulated
telescopic for

working heights
up to 12 meters.

TWO OPTIONS:
* Electric
* Battery

All our manufactures do fulfill the EN-280 regulations.

matilsamatilsa parma 12tparma 12tWORKING AREA

SPANISH MANUFACTURER

P
ar12T-Ing-02-06

MATILSA

Sells: ZARAGOZA.: Tel. 976. 535 093 Fax: 976 534 645
Factory: ZARAGOZA.: Tel. 976. 294 547 Fax: 976 294 585

zaragoza@matilsaplataformas.com
www.matilsaplataformas.com

Supplied by:

+

KG

SPECIFICATIONS WORKING WIDTH

12,00 m.
39, 37´

10,22 m.
33´ 5´

6,10 m.
20´

200 Kg.
441 lb.

360º

1.500 Kg.
3.311 lb. 

+140 Kg.
309 lb.

1,17 m.

1,60 m.

3,88 m.
4,56 m.

2,60 m.

2,03 m.

1,10 m.

MATILSA

Model: PARMA 12T

0,65 m.

Manufacturer: MATILSA

Plataforma 
aérea

remolcable  
para trabajos 

en alturas 
hasta 

12 metros.

Dos versiones:
* Eléctrica
* Baterías

parma 12parma 12
FABRICACION ESPAÑOLA

MATILSAMATILSA

Todos nuestros fabricados están de acuerdo con las actuales normas prEN-280

PARMA 13APARMA 13A
DIESELDIESELMATILSA

Plataforma
autopropulsada

articulada 
telescópica

diesel
para trabajos 

en alturas
hasta 

13,2 metros

Eje oscilante

OPCIONAL
Estabilizadores

hidráulicos
independientes
para terrenos

irregulares

FABRICACIÓN ESPAÑOLA

Todos nuestros fabricados están de acuerdo con las actuales normas prEN-280

MATILSA MATILSAMATILSA PARMA 13APARMA 13A
BATERIASBATERIAS

Plataforma
autopropulsada

articulada 
telescópica

para trabajos en
alturas
hasta 

13,2 metros

Para trabajos
en suelo
nivelados

Todos nuestros fabricados están de acuerdo con las actuales normas prEN-280

FABRICACIÓN ESPAÑOLA

MATILSAMATILSA MAT 8.1MAT 8.1

Plataforma
autopropulsada

a baterías 
para trabajos 

aéreos
hasta 8 metros

De dimensiones
reducidas para

aplicación 
industrial

FABRICACION ESPAÑOLA

Todos nuestros fabricados están de acuerdo con las actuales normas prEN-280
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